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TSE 7525 X-Ray for Screening VIP Presents 
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SERWtN SECURITY SOUmoflS VjF 



A slim-line, large capacity color mail and parcel scanner 




Screen your 
mail ant! 
courier 
{{efiveries 
quickly 



Examine 
suspicious 
areas in colour 
and zoom in 
for wen more 
detail 



You can't always predict what will a rive in the mail bur you can protect yourself against nasty 
surprises. X-ray scanners see inside your mail and provide on the spot confirmation of unusual or 
unexpected packages. 

• Large inspection chamber accepts postal trays, parcels and briefcases. 

• Slim-line design 

• Quick and easy to use 

• Uses a simple mouse control 

• Latest color tech no logy 

• F reestand ing with front load ing d oa r 

• Scans VIP presents Bt suspected bugs 
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CFRW4H SECUDITV SOLUTIONS 




REASSURANCE FOR YOUR STAFF 

The TSE 7525 cabinet X-ray scanner provides on the spot verification of 
unusual packages giving reassurance to all staff handling mail. 

COMPACT AND EASY TO USE 

The TSE 7525 is designed for easy use oy nan-technical staff. Combines a 
large inspection chamber with a slim-line cabinet allowing you to examine 
volume mail, large parcels and briefcases in areas where space is at a 
premium. 

RAPID SCREENING 

Items ore placed in ‘he f r ont loading inspection chamber and a single 
button action produces a clear image of the contents in seconds. 

IMAGE ENHANCEMENT COLORSCAN MODEL 

• Automatic Image Enhancement 

• Negative or inverse image option 

• 8 x zoom 

• 2 colo f options for highlighting medium and high density 

• objects 

BASIC B/W MODEL (BLACK AND WHITE) 

• Simple black and white image 

HEALTH AND SAFETY 

The X-ray scanners use very low level X-rays and conform to all published 
international Electrical Safety and Radiation Standards and are issued with 
a certified Radiation Safety and Test report. 




X-RAY IMAGE RECOGNITION 

Basic Operator Training and X-ray image recognition charts can be 
provided. 

SERVICING AND SUPPORT 

Full maintenance and back-up support is available. Due to the nature of 
its design the TSE 7525 nas no conveyor or electrical moving parts that 
might require expensive servicing, 




TECHNICAL SPECIFICATIONS 



P hys i c a 1 Spec if icat i o n s 


Heigh"' 


162,5 cm (65") 


Width: 


42. B cm (1 71 


CecT: 


ei cm -;24h 


Net Weight: 


1 70kg (3 30 lbs) 


Image Area: 


Depth: 


41 cm (1 61 


Width: 


34 cm [1 3.61 



Inspection Chamber 


Heigh": 


53.5 cm [211 


Width: 


42 cm (171 


Depth: 


56 cm f22") 


Door Opening: 


Height: 


53.5 cm [21 1 


Width: 


34 cm (1 3,61 


Power requirements 


1 1 QV, 230V, 50/60 Hz 


Shipment specifications 


112 (w) x 77 (d) x 1 50 (h) cm 




Weight: 25Dkgs 
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If you would like further Information about ELAMAN, 
or would like to discuss a specific requirement or project, please contact us at: 

Elaman GmbH 
German Security Solutions 
Seitzstr. 23 
80538 Munich 
Germany 

Tel: +49-89-24 20 91 80 
Fax: +49-89-24 20 91 81 
info@elaman.de 
www.elaman.de 




